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Installation: 

DODGE Turbo Diesel Trucks

Please take a moment to review the manufacturer�s installation instructions. Then take a look at our 
short-cut tips which follow:

�  Installation on the Dodge Turbo Diesel is simple. With a Phillips-head screwdriver, remove the two 
screws holding the third brake light in place. Cut the factory white/brown (white/red?) striped wire 
that runs from the cab to the brake light.

�  Put the BackOFF module in series with the cut wire. BackOFF red lead goes to the white/brown 
(white/red?) striped wire from the cab. BackOFF white/red striped wire goes to the white/brown 
(white/red?) striped wire that goes to the brake light.

�  Remove the double-stick tape covering from the back of the BackOFF module. Tuck BackOFF 
module out of the way allowing room for the light assembly to be reinstalled.

� Reinstall light assembly.

Product Note: The BackOFF module can be used on any vehicle with a third brake light assembly. 

The exception: Do not install the BackOFF light on a vehicle that has a dashboard �brake lamp� 
warning light as the � rst time the module � ashes, the dashboard brake lamp light will illuminate. 
Also, although the product was designed for motorcycles, it is perfect for automotive use.

We do not carry the “automotive” BackOFF product as it has a back-up feature and the wiring required to sense the
vehicle in reverse is not easily accessible with the truck’s third brake assembly.

BackOff Safety Module


