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 If you need more assistance, we are only a phone call away.

(770) 886-2500 Monday–Friday
8:00am–7:00pm EST

GENO’S GARAGE, INC.
1150 Samples Industrial Drive
Cumming, Georgia 30041

www.genosgarage.com
Installation: CUMMINS TURBO

DIESEL Emblems

Preparation for Installation
These emblems are unique in that they are individual pieces and can be installed anywhere on your 
truck or at the workshop.

The best technique for installation is to lay the letters out on a � at surface and experiment with the 
spacing of the letters. Find a ruler or straight edge to align the bottoms of the letters. Our suggestion 
is to leave about 1/8� between the letters, but let the shape of the letters determine the � nal spac-
ing. Some letters look better when there is less space in between them. Letters like �C� and �O� will 
extend just a little bit above and below other letters with straight edges.

Once you�ve experimented with the letter spacing, lightly stick masking tape on the � at surface and 
make a mark where the letters should go. Then transfer the masking tape to the surface where the 
letters will be permanently attached.

During Installation
Sometimes things don�t go as planned. To allow you to easily reposition the letters, you can spray 
the surface of the truck with a light mist of water. When you have all of the letters in place, carefully 
remove the masking tape so you do not pull the letters up from the surface. Press the letters on and 
dry the area with a hair dryer.


