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 If you need more assistance, we are only a phone call away.

(770) 886-2500 Monday–Friday
8:00am–7:00pm EST

GENO’S GARAGE, INC.
1150 Samples Industrial Drive
Cumming, Georgia 30041

www.genosgarage.com
Installation: Ventshade

Supplemental Notes

We�ve been working with consumers for over four years now, and the single biggest problem we 
encounter is that the new owner did not read the installation notes before beginning the installation 
project.

Please take a moment to review the manufacturer�s instructions as well as our installation notes be-
fore proceeding with installation.

Below are some tips we�ve learned from our experiences with the Auto Ventshade products:

�  It is very important to have a dirt and wax free surface for the double-stick tape to adhere. Clean 
the surface with the supplied alcohol pads.

�  Before removing the tape backing, test � t the product to the truck. If you want to check the look 
of the accessory, test � t by removing a small 1� - 1.5� section of the tape and place the accessory 
lightly on the vehicle.

�  To allow for multiple attempts (perfect positioning of the accessory), shoot a � ne mist of water on 
the truck�s surface before � tting the product. If you are not on-the-spot, the surface dampness will 
allow removal for another try. Once you have the accessory correctly positioned, the water will 
evaporate leaving good adhesion to the surface.

�  Some of the plastic edges can be sharp. Once you have the accessory properly lined up, slip on a 
thick pair of work gloves. Then push with your � ngers over the edges of the plastic for a secure � t.

We hope you � nd these additional tips helpful!


