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Locking Fuel Cap for 2008 and up Ram 3500/4500/5500 Cab & Chassis  
models with OEM fuel filter neck.

TO INSTALL:

Align the Secure Key over the screw 
head and slip it on.

Turn the Secure Key clockwise until 
the screw is lightly tight.  

Remove Secure Key.   
C&C 4G Locking Fuel Cap should 

be securely locked in place.

Insert C&C 4G Locking Fuel Cap 
into filler neck and rotate clockwise 

until it stops.

TO REMOVE:

Align the Secure Key over the screw 
head and slip it on.

Turn the Secure Key  
counterclockwise about four 

revolutions so that the bottom of the 
screw head is level with top of cap.

Rotate the C&C 4G Locking Fuel Cap 
counterclockwise and lift out.

Lightly tightening the Secure Screw is enough to ensure a secure system 
and an easy-to-unlock cap for the future. 

C&C 4G LOCKING FUEL CAP Model# GG-EZCC4G

Geno’s Garage • 1150 Samples Industrial Dr. • Cumming, GA 30041 • 770-886-2500

Turn the Secure Key  
counterclockwise about four 

revolutions so that the bottom of the 
screw head is level with top of cap.

Align the Secure Key over the screw 
head and slip it on.

Place unit above the fuel neck.


